7282 (Part number system for led lamp)

GTG504PC (o5MM K%

4% & (Package Dimensions) H.fir: (Unit) : mm

fm A (CHIP)
M (Material) GaP
Bt (Color) - gh
Jgé4& (Colloid)
#ME (Material) WE M G
Bt (Color) Vit
IR &% (Absolute Maximum Ratings) (Ta=25°C)
_ B
T HZ¥ (Parameter) 5 (Symbol) BfE _
(Unit)
B KIh¥E (Max Power Dissipation) Pwm 80 mW
B RIEFBEH (Max Continuous Forward Current) lem 20 mA
AR EE (Max Reverse Voltage) VRrM 5 \'
B Rk iEfE BBt (Peak Forward Current) Irp 75 mA
2 B B B / B W ( Lead Soldering
. TsoL 240/<3S C/S
Temperature/Time)
TAE¥FIE (Operating Temperature Range) Torr -257+85
REFEIRE (Storage Temperature Range) TsTr -307+100 C
Yes2% (Initial Electrical Optical Characteristics)
5 B/ME | —ME TR 2%
TiHZ¥ (Parameter) A BRE | R el
Symbol Min. Typ. Max. Unit Condition
RIEHEE (Luminous Intensity) Iv 100 200 300 mcd IF=20mA
KRIAHE (Viewing Angle) 201/2 / 25 deg IF=20mA
BAE K (Peak Wave Length) Ap / 400 / nm IF=20mA
X% (Dominant Wave Length) Ad 390 400 410 nm IF=20mA
WP (Spectral Width at half height) Ar / 30 / nm IF=20mA
FEJAEE (Forward Voltage) V2 3.0 3.2 3.4 v IF=20mA
A (Reverse Current) Ir / / <30 A VR=5V

H: AAFFREK LED PRWIRERFBRITH, HRXBRSHSRERN, HARR

BFEHRAFAERAR.

#ik: PR EARERE (M. BEEIN. BARTHRE)




