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STEREO RIAA
CORRECTOR AMPLIFIER

In addition to the universal preamp K 2572, this kit is used
as\an RIAA stereo preamp, completely compatible with the
first named.

Its duty is to bring the signals of a magnetic cell to a level
for a next amplification.

Technical data:

- Power supply : 10 through 30 V DC, stabilized
- Supply current : typ. 5SmA

- Amplification (1 KHz): 35dB

- Input impedance : 47 K

- RIAA curve

- Input signal: 5to 10 mV

Construction :

- Mount R1, 22 K resistor (red-red-orange)
- Mount R2, 100 K resistor (brown-black-yellow)
- Mount R3, 22 K resistor (red-red-orange)
- Mount R4, 100 K resistor (brown-black-yellow)
- Mount R5, 1 Meg resistor (brown-black-green)
- Mount R6, 2K2 resistor (red-red-red)
- Mount R7, 47 K resistor (yellow-violet-orange)
- Mount R8, 3K3 resistor (orange-orange-red)

Mount R9, 3K3 resistor (orange-orange-red)
- Mount R10, 47 K resistor (yellow-violet-orange)
- Mount R11, 2K2 resistor (red-red-red)
- Mount R12, 1 Meg resistor (brown-black-green)
- Mount C1, electrolytic condenser of 10 uF
- Mount C2, ceramic condenser of 3n3
- Mount C3, ceramic condenser of 680 pF
- Mount C4, ceramic condenser of 680 pF -
- Mount C5, ceramic condenser of 3n3

Mount C6, C7, C8 and C10, electrolytic condensers of 1 uF
Look for correct polarity when mounting all electrolytics.
- Mount C9, Sibatit condenser of 100 nF
- Mount IC socket where marked "IC1"
- Mount the 8-pins integrated circuit on its socket by turning
the notch in the good direction.
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Usage:

Ten (10) connections are provided on the p.c.b. to connect
the print with the outer world. These connections are identi-
cal to those of the universal preamp K2572 so you can inter-
change both prints when using the included connector :

1. - ground

2. - OUT left

3. - ground

4. IN left

5. - ground (power supply)

o. - PLUS (power supply)

7. - IN right

8. - ground

9. - OUT right

10. - ground
The grounds connections near the INs and OUTs are for the
shield of the connecting leads.
As current consumption is very low, voltage can be taken
from any well-stabilized power supply of 10 through 30 V DC.

Remarks :

A non well stabilized power supply will give noise and hum.
The leads coming from and going to the print must be as
short as possible and make use of screened wires only.
Never place the preamp in the vicinity of transformers or
net.



STEREO RIAA
CORRECTIEVERSTERKER

Als aansluiting op de universele voorversterker K 2572 voor-
ziet deze kit in een RIAA stereo voorversterker welke volle-
dige compatibel is met eerstgenoemde, en als doel heeft
signalen van magnetische toonopnemers (pick-up cellen,
enz ...) op niveau te brengen voor verdere versterking.

Technische gegevens :

Voedingspanning : 10 tot max. 30 V DC gestabiliseerd.
Opgenomen stroom : typ 5 mA

Versterking (1 KHz) : 35 dB

Ingangsimpedantie : 47 Kohm

RIAA curve

Ingangssignaal : 5 tot 10 mV

Bouw :

- Monteer R1, weerstand van 22 Kohm (rood-rood-oranje)

- Monteer R2, weerstand van 100 Kohm (bruin-zwart-geel)
- Monteer R3, weerstand van 22 Kohm (rood-rood-oranje)

- Monteer R4, weerstand van 100 Kohm (bruin-zwart-geel)
- Monteer R5, weerstand van 1 Mohm (bruin-zwart-groen)

- Monteer R6, weerstand van 2K2 (rood-rood-rood)

- Monteer R7, weerstand van 47 Kohm (geel-violet-oranje)
- Monteer R8, weerstand van 3K3 (oranje-oranje-rood)

- Monteer R9, weerstand van 3K3 (oranje-oranje-rood)

- Monteer R10, weerstand van 47 Kohm (geel-violet-oranje)
- Monteer R11, weerstand van 2K2 (rood-rood-rood)

- Monteer R12, weerstand van 1 Mohm (bruin-zwart-groen)
- Monteer C1, Elco van 10 uF (let op de polariteit)

- Monteer C2, Ceramische capaciteit van 3n3

- Monteer C3, Ceramische capaciteit van 680 pF

- Monteer C4, Ceramische capaciteit van 680 pF

- Monteer C5, Ceramische capaciteit van 3n3

- Monteer C6, C7, C8 en C10, Elco’s van 1 uF (let op de pola-
riteit)

- Monteer C9, Sibatit van 100 nF

- Monteer de IC-voet op de plaats gemerkt IC1

- Plaats de 8 pens IC in deze voet en let goed op de stand
van de nok.
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Legen Heirweg 33
9890 Gavere
Belgium Europe
www.velleman.be
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