
Driver update needed  
 
To run this FGULink.DLL on Windows XP, Vista or Windows 7 you have to update the 
device driver for the PCGU1000. The new PCGU1000 driver can be installed and used on 
32-bit operating systems and 64-bit Windows XP but not on 64-bit Vista or Windows 7. 
 
How to update the driver 
 
The driver files are in the "driver" subfolder of this package. 
The driver version is:  12/10/2008  5.4.0.0 
 
 
Windows Vista 
 
You must be logged on as an administrator to perform these steps. 
Click the Start  button.  
Right click Computer . 
Select Properties  from the popup menu.  
In the top left corner select Device Manager . 
If you are prompted for an administrator password or confirmation, type the password or 
provide confirmation. 
In Device Manager, Double click “Universal Serial Bus Controllers ” 
Double click “PCGU1000 Function Generator ” 
Click the Driver  tab, and then click Update Driver . 
Click on Browse my computer for driver software.  
Click on Browse  and locate the driver folder. 
Click on Next  and follow the subsequent instructions given by the installer. 
 
Note : When the driver is updated there should be "PCGU1000 Function Generator 
(COMx)" under the "Ports (COM & LPT)" and no PCGU1000... under the "Universal Serial 
Bus controllers" in the Device Manager.  
 
 
Windows XP 
 
Right-click My Computer, click Properties , click the Hardware  tab, and then click Device 
Manager . 
In Device Manager, double-click “Universal Serial Bus Controllers ” 
Double click “PCGU1000 Function Generator ” 
Click Driver  tab. 
Click the Update Driver button. 
Choose No, not this time  radio button and then click Next . 
Choose the Install from a list or specific location (Advanced)  radio button and click 
Next . 
Choose the Don't search. I will choose the driver to install  radio button and then click 
Next . 
Click the Have Disk  button 
Click the Browse  button on the Install From Disk dialog box 
Locate the driver folder. 



Click the INF file that displays in the file list and click the Open  button. 
Click the OK button on the Install From Disk dialog box then click Next  
 
If you're prompted with a message "has not passing the Windows Logo testing...", click the 
Continue Anyway  button. 
 
Note : When the driver is updated there should be "PCGU1000 Function Generator 
(COMx)" under the "Ports (COM & LPT)" and no PCGU1000... under the "Universal Serial 
Bus controllers" in the Device Manager.  
 
 
 
Windows 98SE, Windows ME and Windows 2000 
 
There are no driver updates for Windows 98SE, Windows ME and Windows 2000. The 
original driver can be used with this version of the DLL. 
 


